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Notes:

1. Wiegand keypads are programmed with the default Site   
 Code “000”.

2. To set the Site Code:

  a. Disconnect the power supply for 10 seconds   
   minimum.

  b. Connect the power supply.

	 	 c.	During	the	first	3	seconds	perform	the	following:

    i.  Enter *  The keypad enters   
        programming mode.  
	 	 	 	 	 	 	 	 The	LED	flashes	yellow.

    ii. Enter: New Site Code  The new site code is   
            assigned.

3. Blue Wire: PRESSING any key on the keypad will generate   
 a 30 second 0.25 amp intermittent duty grounding output.

4. Orange Wire: When the orange wire is pulled ‘LOW’,   
 CV-626SW is in ‘Hold’ state: Any codes entered on the   
 keypad are stored in the buffer and the LED turns   
 YELLOW.  When the Hold Line is released to logic ‘HIGH’,   
 the buffered code data is sent.

5. Grey Wire:  When the light sensor senses ambient light the  
 wire is pulled ‘LOW’.

6. An error code is generated by any of the following:

  a. Pressing the # key with no preceding digits.

  b. Pressing any number of only zero’s prior to pressing   
   the #key.

  c. Pressing 65535 or any number above 65535. 

7.  An error code will send all 1’s to your panel. Do NOT   
 program your panel to accept the code number 65535.   

Questions? Call us toll-free at 1-877-226-3369
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