






4 Technical Support

Confirm, that the latch works smoothly and easy.
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Specifications    5

Solenoids are rated at +/- 10% 

CX-EL 3855 A  and CX-EL 3855 AL (fail secure)

CX-EU 3858 A and CX-EU 3858 AL (fail safe)

Solenoids are rated at +/- 10% 

ELECTRICAL RATINGS
FOR SOLENOI D

Continuous Dut y

12 VDC 24 VDC

Resistance in Ohms 43 160

Watts Seated 3.4 3.6

Amps Seated .28 .15

ELECTRICAL RATINGS
FOR SOLENOI D

Continuous Dut y

12 VDC 24 VDC

Resistance in Ohms 50 160

Watts Seated 2.88 3.6

Amps Seated .24 .15

MECHANICAL 
RATINGS

Static Strength 1000 lbs - forc e

Dynamic Strength 33 ft - lbs - forc e

Endurance 250 000 cycles

CX-EL 3855 A
CX-EL 3855 AL
CX-EU 3858 A
CX-EU 3858 AL

CX-ED 1850 A
CX-ED 1850 AL 

CX-ED 1850 A and CX-ED 1850 AL (fail secure)

Solenoids are rated at +/- 10%

MECHANICAL 
RATINGS

Static Strength 1500 lbs - forc e

Dynamic Strength 70 ft - lbs - forc e

Endurance 250 000 cycles

ELECTRICAL RATINGS
FOR SOLENOI D

Continuous Dut y

12 VDC 24 VDC 12 VAC 24 VAC

Resistance in Ohms 56 230 92 342

Watts Seated 2.5 2.64 1.56 1.68

Amps Seated .21 .11 .13 .07
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